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2. Cltims. (C1:.2m30:) 
I 
The..in,v.entior r.elates fo. w .ri-n Rpazel" and le.cted ]us. se.ctï0n oî. smalL «Aï' pocket-Size aTd i 
iu paricular fo îbund'atioi. gai:ments oîl ttïe- kind' empl0ying the preferred" form of ïastening rrears' 
wherein a corse and a brassëe are. ïntegrally by wlich itis. irïcorporated in tle.garmelït;i 
combined. 2.is a rear_ elevation .oî. tlie saine; Fig. 3 fs 
Prinr to he. presént inventïon, the advantages 5 ele.vatïon tlereoï  Fig,.  is.. a sîde elevRtîo!ï tlere. -- 
o such a .one,pïece combinatïon- were outweïghed of, vartly_ bzoken away,, shoing, th bust secïon 
b£. the_disadvantages for' tle reRson that' woren dtacleoE and adjlacent t0. ïts alpiëd positïon;i 
wlo may be fïtted readily et the waist and hips nd Fig. 5 is. a front elevàtïoï,. 1)artl7 broIrer 
by a corset oî standard size stiïl may. diïer grealy avay,, oî the-integrate.d bodY o tle garnïent 
in..bnst measur, e ïrom the brRssièr size whch is 10 th bus section emoved.. 
a_lart, of' tle selected- giron standard size combl- Fi.. 6. is a îzon elvaion, partly brtken, awy,. 
natïon garment. By reason o thfs it bas been of. tle gazment as. provided witl a selected bust 
ne.cessar.in the past to produce a greatervariey sectïon o medum, "B"' pocket-size and 
of. standard sizes in combination garments than ing. tle: prefbrzd. îï)zm. of, îasening. means by 
ïs desi:abl'e îrom the standpoint oî inventory and 5 which it..is, in.orporated in tle..garment Fig 7 
ec.onomy. RetaiIers are most seriously,, affected ïs a complexe, side elevaion of the sàme.; and 
because oî the necessity for maintaining, a' 1rge 'ig. 8 ïs.  detail site, elevation oï the deactied' 
stock of the gRzments; and bec,use: oîthv rime bust sectibn, alone. 
consumed in. lïtting, customers, lg.. 9 is a. side elevtion, parti brolcen aw-ay, 
If, therefore} is the primary object o£ the pres- 20 oï a gar,.men, as. provited wïtï a selected b.us. 
ont" invention to provide a combination corset section eï large, "C" poclcet-size.-and, employing- 
and brassièr garrent wherein only the side the .preïbrred ï0rm oî.ïastening mens; and Fig. 
and baclc p.ortions oï the brassière element of the' 10-is.a similar î.ront elevation oï. the saine.. 
combinai-on are integra!ly united' with" the corset lïg. 1,1-ïs a, îzon.elevation oî. tle eomplee ar- 
element tle. ïront. orust, portion oï'the" brassiêre' 2'5 ment.shoïng modified îïstening means by.whiCh 
being comll:eel separable îrom the; oher lor a bs. se.tïon, o. selected, size. is incorporafd 
tións of the. bzassière and ïrom tle" corset. Due tterein; aoE Fig. i2 is a sïmilar, view, showin 
o tlis provision,, it row is practicable' to' produce a- urther. modiiïcation o îastening.. means., for 
the" separate brassière' bust secrions in bout attaching, a bust. sect0n, eî selected. siZe. £o 
tln-ee differen sizes (determined entirely y, the 30 ga.rmen. 
dimentons of tleb.ustpockets) , î.or interchmge-. Similr chazacters, oï reference are emlloyed 
ale attchment fo the integrted body- oï. ny in. the. bv dbscribed, viw, toe indïcate corre- 
particular standard stze. combination garment, spond'ing, parts. 
of"a series which embraces the usua-lrun of:body Refer,rin fo the drawings, the-referenge chav- 
sïzes exclusive obus mesure As a result no 35 tter 2oE indicates tle prln¢ipl part, o body, o. 
increase in the number of sizes of integrate-d' the improved foundatien azment, whictt- 
garment  bodies is necessary, nor is the increase prises the integrated cozset, element 2  and 
in' numer'of bus sections ojecti0nble, becRuse bassir. el:emen.. 2.. It is to be. undersood.,. 
theyinvolve-tleuseof a relRtively smal1"amount thv, tthe, term- "corset" or. "corset lemen, '" as 
o' maeria-1 and thus.contriue  v; minor îtem as 40 used.herein reCs-tÙ all structure, below the .gn..- 
compa.red: with' the lrger garment bodies With oral waistline,, and ths er-ms "ïorassièrC.' or. 
wiTiUh they re O be" associated . Ftrthermore, "15rassïère.element:" refrs o structure, a5owe 
tle- fitting of ï customers isl g.reatlrsimplifled .' and. wisl'ne. 
expedited:. Siglee nerly. all the structuràl " dtïîl, of th'e 
A ïurther object oî the invention .is' fo" provide 45 bod3r 20' conforrrr te usual cose maltin prïcce,. 
a.stening means  îor tle separable- bust  secions the3rwilt: hot_ b describe.d' specificaly.. " Tle 
whicl.- combine suia.biity for effectîng, a close,, provemen consists primarH in elïminaion of 
smoeth: fi w.itl capability oï speedy manipula- tle front or- bust, seCtien., wçrêby   sbStai- 
tions, til.lF rectanttà gap'-2:3"- i. created - i. tïe 
(ther., objects, and aoEvantages, wll  appear, as 50 pt.-f.body gO, as  slown, particulaly in. lïs. 4 
the ollo.wing. specifi'c, description" is read ïn c- rd , ThiS gRp: 23-  ex, ends. upwrly from- 
nection with. the. accompann drawings», in w, aoEstline to open through: the top oï; brsiër 
which." elem'ent 22 and ext.endshorizontally - betweer 
ig. Z is  f-r.oni elevatior o the c0mpleçe-, seams- 24-2 a the. unctu.re. of r.onl;.. païelS. 
oundation gr.ment as.pr.ovided, e.. g. wi.tl a.se- 55 2S-2§-- artd: side' panels» 2---2  o Che 
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body 20. The side margins of gap 23 are located 
well in advance of the axillary hnes of the gar- 
ment so that the fastening means provided fo 
be coextensive therewith, and later herein de- 
scribed, will hot interfere with comfortable arm 
movement. 
For wearer's convenience in putting the gar- 
ment body on and taking if off, corset element 
2! is divided along one of the seams 24--24, 
preferably ai the wearer's left side, as shown. 
The meeting edges of corset element 2! at this 
selected seam are detachably secured together by 
]inear fastening means 2, which preferably is 
of the spaced hook-and-eye type in order fo 
facilitate smooth, progressive confinement of the 
wearer's figure from top fo bottom of the said 
corset element. 
In accordance with the invention, gap 23 in 
garment body 20 is fo be closed by any selected 
one of a set of marginal]y matched, separate 
bust sections 26 of different bust-pocket sizes. 
Since if will be necessary fo provide gaps 23 of 
different widths in garrnent bodies 20 of dif- 
ferent sizes, if follows that there must be a 
set of separate bust sections 28 of appropriate 
marginal dimensions fo fit the gap 23 in each 
body 20 of a particular size. This does hot neces- 
sarily mean that, if a corset shop or other re- 
rail store bas in stock a dozen garment bodies 
of a given size, there must be a dozen sers of 
bust sections. The number of sers for a given 
number of garment bodies of the same size is 
a marrer of determination by practical sales 
experience over a considerable period of rime. 
As fo the number of bust sections in each 
set, if has been quite definitely settled that there 
sha]l be af least three different sizes, viz.: one 
section having bust pockets of small size deaig- 
nated in the corset industry as "A" size; one 
section having bust pockets of mediurn or "B" 
size and one section with larger or "C" size 
bust pockets. It is fo be understood, however, 
that all such considerations of the number of 
and variations in, sizes are subject fo selective 
Variation within the scope of the invention. 
Each separate bust section 28 is of the general 
form shown in Figs. 1, 6, 10, ll and 12 in front 
elevation and in Figs. 3, 4., 7, 6 and 9 in side, 
profile. Structurally each bust section 28 com- 
prise a-front panel 20 and suitably positioned 
bust pockets 30 integral therewith. The entire 
bust section 28 is preferably composed of lace 
over a ]ining of strong fabric material fo lend 
if strength and durabflity. Such composition 
of the bust section will afford a pleasing con- 
trast with the usual plain body material of which 
the test of the garment is made. 
Figs. 1 fo 10 disclose the preferred means for 
detachably fastening a selected bust section 28 
in applied position across and in closing relation 
fo gap 23 of a garment body 20. Along the 
horizontal line of juncture between the bottom 
margin of gap 23 and the lower edge of the 
front panel 20 of bust section 28, a slide-fastener 
unit of the separating type indicated af 3! is 
practicable and desirable, because of the nor- 
mally relaively fiat conformation of the wearer's 
torso in the abdominal region. Such type of 
slide-fastener unit permits complete separation 
of the meeting edges of bust section 28 and the 
corset element 2! of garment body 20 when the 
slide proper 32 is moved into disengaing po- 
sition (as shown in Figs. 4 and 5). Although 
slidefasteners may be likewise used fo secure 
the right and left side edges of bust section 28 

4 
fo the corresponding side margins of gap 23 in 
garment body 20, if is preferred, af such sides, 
fo use fastening means of the hook-and-eye 
type, as at 33 and 34, for the same reason .that 
5 the hook-and-eye fastener 2 is employed along 
the sub-waistline vertical division in corset ele- 
ment 2!. Hooks and eyes may be diverted in 
position from a straight line fo better conform 
the garmet fo body contours, but this cannot be 
10 done readily with siide-fastener means. If de- 
sired, the snap-fastener means 35 disclosed in 
Fig. 11 may be used instead of the hook-and-eye 
fastener means, but since if is much easier fo 
change the location of hooks and eyes fo meet 
15 changes in body size, which may occur during 
the useful life of a garment due fo gain or loss 
of weight, than fo re-locate snap fasteners, the 
hook-and-eye fastener means is preferable. 
If wfll be observed in Fig. ll that snap fas- 
-0 teners may also be used for the horizontal line 
of juncture instead of the slide-fastener unit 
3!. This is permissible but hot so satisfactory 
as the use of slide-fastener means, due fo the 
sacrifice of speed in manipulation. 
25 Fig. 12 illustrates the alternative use of hook- 
and-eye fastening means for all lines of juncture 
between the bust section 28 and the garment body 
20, but it is much preferred fo use the combina- 
tion of hook-and-eye fastener means 33 and 34 
30 and slide-fastener means 3! shown in Figs. 1 fo 
10 because of the compromises between fitting 
eiïiciency and speed of manipulation which may 
be desirable af the different lines of juncttu'e. 
Economy of construction and facility of ma- 
35 nipulation of the fastening means are further 
insured by location of the division line of corset 
element 2! and the corresponding side margin 
of gap 23 in brassière element 22 in substantial 
alignment. When this is done, the hook-and-eye 
 10 tapes below the waistline should be separated 
from those above fo allow for separation of bust 
section 28 from the corset element when the 
slide-fastener 3! has been released. 
The fitting of a foundation garment, con- 
4 structed in accordance with the invention, fo a 
customer should be understood readily from ref- 
erence fo Fig. 4 in particular. From appropriate 
measurements of waist, hips, body length, etc., 
a trial size of garment body 20 wfll be selected 
50 and tried on the customer. After a fit of gar- 
ment body has been obtained, the bust size is 
determined either by actual measurement or, 
in the case of an experienced fitter, may be 
gauged by visual observation. A separate bust 
55 section 28 of proper bust pocket size is then tried 
on and, if proven fo be correct, is fastened fo 
the grment body 20 in closing relation fo gap 
23 by manipulation of the respective fastening 
means in the following order: first, close slide- 
8o fastener. 3 ! ; and, second, hook up the sides. The 
fitting operation can be, therefore, accomplished 
with much greater accuracy and in less rime than 
is possible with respect fo combination corset 
and brassière garments heretofore available on 
6 the market. 
To complete the foundation garment, shoulder 
straps 36 may be added either fo brassière ele- 
ment 22 of garment body 20, as shown in Fig. 4, 
or fo bust section 26, as shown in Fig. 8, for use 
70 in affording support for the peaks of bust pockets 
30 of the bust section when the garment is worn. 
Having now described my invention, I claire: 
1. A foundation garment comprising a one- 
piece body composed of a corset element and a 
;5 brassière elemênt wherein the brassière element 
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is provided with an upwardly open front por- 
tion to forma substantially rectangular gap ex- 
tending upwardly approximately from the waist- 
line of the corset element to the top edge of 
said brassière element, a bust supporting section 5 
of selected bust pocket size marginally dimen- 
sioned and shaped fo mate with the margins of 
said gap, one side margin and the bottom margin 
of said gap and the corresponding mating mar- 
gins of said bust supporting section having quick- le 
detachable cooperable fastening means whereby 
fo removably attach said section to the garment 
body within and across said gap, the garment 
body being divided from end to end along a sub- 
stantially vertical line extending downwardly in 15 
alignment with the other side of the gap in the 
brassière element, and independent quick-detach- 
able fastening means for closing said division of 
the garment. 
2. A foundation garment according to claim 1, 20 
wherein the quick-detachable cooperable fasten- 
ing means for the bottom margin of the bust 
supporting section and the mated margin of the 

gap in the brassière section is in the form of a 
slide fastener means so constructed and ar- 
ranged that the slide proper thereof will be lo- 
cated in retained condition at the end of said 
mated gap margin adjoining the vertical divi- 
sion in the garment body upon detaclunent of 
the bust supporting section from gap closing 
engagement. 
WILLIAM A. 1. voN THADEN. 
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